
 

Larson International Inc. issues notifications for the benefit of owners of amusement rides manufactured by Larson 

International, Inc.  As a service to the industry, and in the interest of employee and public safety, Larson International, 

Inc. also issues notifications for the benefit of owners of amusement ride equipment for which the manufacturer no 

longer exists such as LMC, Inc. and Hi-Roller Company.  In doing so, Larson International, Inc. does not assume 

liability for losses associated with amusement ride equipment built by manufacturers other than Larson International, 

Inc.  
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SERVICE BULLETIN 
    

 

Ride Manufacturer: Larson International Inc.  Affected Production Dates:1/9/1998-present           

Ride Name: Fireball, Super Loops, Ring of Fire with over-the-shoulder restraint trains   

Affected Serial Nos.: 99PA60081-current and older rides with new train design 

 

 

Abstract Of Issue: Inspect frame of train and undercarriage structure for indication of 

cracking or distortion. 

                 

Reason for Release: Indications found in multiple train and undercarriage weldments.  

Additional detail to support the ride manual required inspection. 

      
Action To Be Taken: Vehicle Inspection:  Inspect tube structure and other areas 

that are visually accessible monthly for indications on tubes 

and undercarriage attachment.  After 5 years of operation and 

annually after 10 years of operation, remove flooring 

treadplate from trains to visually inspect all structure.  

 

Detail Of Issue: 

 

If any visual indications are found during monthly inspections, remove treadplate from each train 

and inspect as specified on page 3 of this bulletin.  Specific inspection areas are shown on the 

following pages.  Report findings with images back to Larson for further instruction. 
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Monthly inspection:  Inspect all visible tubing from of trains when ride is erected for indications 

of cracks.  Inspect the termination points on the bottom tubes and inspect the gussets between the 

undercarriage and train.  Plate material should be free of crack indications and distortion. 

 

 
 

  



 

 3 

 

 

 

 

 

 

 
Issuing Entity: 

Larson International Inc. 

P.O. Box 638 

Plainview, TX 79073-0638 

U.S.A. 

Phone 806-293-1353          

Fax 806-293-5215 

www.larsonintl.com 

 
Bulletin No.: L22-001 

Release Date: 02/15/2022 

Effective Date: Immediately    

Supersedes: N/A                     

Completion Date: 03/31/2022 

Page:                 3 of 3 

 

 
Side View 

 

 
Top View 

 

5th year and annual after 10th year inspection:  Remove treadplate from the bottom of the 

train’s passenger area.  Inspect the exposed tubing structure on all sides using mirrors as 

necessary.  Inspect the gussets between the train and undercarriage for distortion or indications.  

This is also a good time to check all train hardware (axles, axle cushions, horizontal spacers, and 

vertical spacers) for tightness and wear. 


